
 

 

 

 

 

 

STEP FLASHING INSTALLATION 

INSTRUCTION / SLOPED ROOF: 

. 

Step 1: Starting point is the prepared roof hole. 

7.  FLASHING INSTALLATION 

             

 

 

 

    

Step 2: Install your one piece Top Pan Flashing under the shingles or 

shakes at top of opening. Some of the roofing nails will have to be 

removed carefully for this step to take place. 

 
Step 3: Build a 2”x6” curb with correct inside rough opening. Place curb 

over cleaned area under the top flashing and toe nail it to the roof. 

 
Step 4: Install step flashing under the shingles on both sides of the 

curb running from top to bottom. NOTE: Based on the type of roofing, 

step flashing pieces may have to be cut short. You also may have 

pieces that you do not need. 

 
Step 5: The bottom flashing which is over lapped by the last step flashing 

is your next step. After these main flashings are installed, nail all of them 

closer to the top of wood curb. The last piece of step flashing is then bent 

over the bottom flashing in such a way that water cannot back-up. NOTE: 

A small amount of sealant under the bent (lowest) step flashing is 

recommended. 

 
Step 6: The counter flashing (cut to size) is required to finish the job 

and give a smooth surface on top. Start with the bottom one, then 

install the sides to overlap bottom and finally fit top counter flashing to 

overlap both side pieces. (See correct counter flashing in step 7) 

 

 

Step 7: On the flashed curb the counter flashing will come half way over 

the top of the curb – leaving half the curb a wood surface. 

 

Step 8: (IMPORTANT): After peeling protective strip from butyl tape 

(attached to the inner skylight frame by Dayliter), bring down the 

skylight on the curb, so the butyl tape rests on the “wood” surface of 

the curb to eliminate heat transfer. 


